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GYPSUM BOARD PRODUCT BULLETIN 
GYP.Sillt. PRODUCTS 5/8" NULL-A-FIP.E (U.L.) 

TYPE X 

PROD!!~ PL4NTS: I:.ong Beach, 

CORTi" FO"'~~TOM (: ~/MSF): 

"' Board Stucco '-.....___--
Paper Fiber"" -
Vermiculite Ore 
Glass Fiber 
Starch 

- with sanders 
Dextrose 
Core Foaming Agent 
Lignin - dry powder 

- liquid 
End Trim 
Potassium Sulfate 
Retarder 
Hydrated Lime 
Boric Acid 

ASTM CJ6 

Anti.och, }t)ttle, 
0 \):;' 

(/-"' 

(S-1) 
(B-G-1) 
(RM-B-28) 
(B-G-1) 
(RM-B-11) 

(RM-B-J) 
(B-G-1) 

'· (B-G-1) 

(B-G-1) 
. (B-,G-1) 
(B-G-1) 
(RM-P-J) 
(B-G-1) 

BULLETIN NO: 
DATE: 
PAGE: 

CANCELS: 
DATE: 

B-6 
9/12/75 
l of 2 

B-6 
4/l/74 

Jacksonville, and Delanco. 

1525 - 1800 
10 -·15 
22 - 25 
3.8 - 4.2 
9.0 - 12.5 
6 - 10 
0 - J 
0.2 - 1.4 
2.5 - 4.0 
5.0 - 8.0 
20 - 40 
0 - l 
0 - 0.5 
0 - 1.0 
0 - 1.0 

(l) Formula shall conform to U.L. Follow-Up Procedure RJ54J, 
Vol. 1, Sec. 1. , 

\ 
' 

(2) Seattle and Delanco use liquin lignin • 
\ 

Paper Liners: (ID:\-B-1) Use Grade #7001 Maniia and Grade #7002 Greyback 
for face and back paper respectively, except for Partition Board. 
Use Grade #7010 Partition Board Manila ~nd Grade #7013 Partition 
Board Greyback for face and back paper respectively on all 5/8" 
board manufactured for use in partitions. ~ 

OP~TING SPECIFICATIONS: Refer to Product Bulletin B-G-2 or General Operating 
Specifications. 

Slurry Slump (inches) 4.!. ~ 
Slurry Setting Time (minutes) 2 

2

_ 4-J~ 
Wet Slurry Weight (lbs/cu. ft.) 68 - 78 

Wet Co~pressive Strength (psi) 2)5 - 400 

KG2001417 
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PRODUCT BULLETIN GYPStn~ BOARD BULLETIN NO: B-6 
' ...... 

GYPSUM PROWCTS 5/8" NULL-A-FIRE (UL) DATE: 9/12/75 . ,. 
r TYPE X PAGE: 2 of 2 

•• APPROVALS: f::/.yJ·k ASrM C36 CANCELS: B-6 .. ~ . I 
3/15/74 ~i:~\'''\~ &· if.' DATE: 

> PRODUCI's~c;[ICAI~QN~: Refer to Product Bulletin B-G-4 for General Finished 
Product Specifications, 

Acceg1ance Limits J<ontrol Velues 
• Min. . Max. .. Min. . Std. . Max, . . .. . . 

Wet Weight (lbs/MsF) . . .. 3050 . . 3500 . . .. . 
T~-OFF TESIS . . .. . . . . . . 

Dry Weight ( lbs/W.SF) . . .. . . 
West Coast Plants . 2080 . 2300 .. 2130 2150 . 2300 
East Coast Plants . 2100 . 2350 .. 2150 . 2200 2350 

Evaporation Loss . . .. 900 . . 1200 
Thickness, average (inch) . 0.609 . 0.641 .. 0,609 . 0,615 . 0.625 .. 
Thickness, ·indiv. rdg. (inch) ~ 0.010 from avg •• ~ 0.010 from average . 
Twist Test, tested hot . . .. . . 

face and back (inch) . . .. 0 . 0 . 2 . 
End Peel, tested @ l-2 hours . . .. . . 

face and back (inch) . . .. 0 . 0 . 1 
. Bond Test, tested @ 1-2 hours. . .. . . 

•• face and back (inch) . . 2 .. 0 . 0 . 1 
· Falling Ball Impact (inch) . . .. 0.020 . . 0.050 

> • • 
Edge Hardness ( lbs) . 8 . .. 10 . 14 . 18 .. 

>. 
. > • .. . . 

~.'JlDARD CC:-IDITIQ!ED S§&LE IESIS . .. . . 
> . . .. . . 

> •• .. Flexural Strength (lbs) . . ' .. . . 
Across 180 .. 

180 190 •· .. .. . . 
Parallel 62 62 65 ' . . .. . . 

Deflection @ Break (inch) . . .. . . 
.• Across . 0.25 . .. 0.25 . 0.30 . ... 

Parallel 0.20 0.20 0.25. . . .. . . 
Punch Test . 600 . 1000 .. 700 . . 1000 ' End Peel after Sawing 1 0 1 . . .. . . 2 
Twist Test . . .. . . > 

!'ace and back 2 0 1 . . .. . . 
I High Humidity Bond (inch) . . .. . . 

face and back . . l . . . 0 . 1 I . . .. . . I 
E!lQ!J.!QI IDENJ:IFIC,liiQt:! I 
Print on one taper_ area on face of board: 

I 5/8" NULL-A-FIRE TYPE X X :ird:XI IDIB-V-TillN .,gj~ .. .. Movable Partition Eogrd (Bulletin B-JJ) 

KW-500 No identification required 
KW-700 No identification required 

.. KW-502 Print on back of board: KW-502 - 1 HOUR 
KW-702 Print on back of board: KW-702 - l HOUR 

! 

I -
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